
Product model WDM-IPC360C2

Product Name 2.0MP IPC360 Double Lens Wifi Indoor PTZ camera

Product Image

The main parameters

CPU Ingenic T31

Sensor 1080P COMS Sensor

Lens 4mm+8mm Lens

Zoom range（Ball machine） 10x hybrid zoom

Lens aperture F２.0/1.6

illumination Dual light leds(IR and white leds);

night vision mode Full Color Day & Night (Smart Infrared and Full Color Night Vision)

main stream FHD:1920*1080 / H264

Main stream bit rate 512k

Substream 640x360 / H264

Frame Rate 25fps/day；15fps/night

Minimum illumination 0.01Lux 

Image Invertion mirror/flip

Day and night switching mode Automatic, ICR infrared filter type

Storage Mode Support 8-128GB TF Card(FAT32 Format); Cloud Storage

Firmware Update OTA/TF Card Update

Power Supply 5V2A Adaptor

Working Temperature -10℃～+50℃

Audio and video functions

Video Decode Smart H.264

Audio Decode G.711

Audio compression bit rate Adaptive bit rate

Talk Simplex bidirectional

Network parameters

Smart Alarm Motion Detection/Motion tracking

Quick configuration AP configuration, manual addition

Interface Protocol Cloud Private Agreement

wireless standard 802.11b/g/n

frequency 2.4 GHz 

channel bandwidth support 40MHz

network encryption 64/128-bit WEP， WPA/WPA2， WPA-PSK/WPA2-PSK

transmission rate 11b:：11Mbps，11g ：54Mbps，11n ：150Mbps

APP function

APP IPC360 Home(App Store/Google Play Search IPC360 Home Download)

language
Support Simplified Chinese, Traditional Chinese, English, Korean, Spanish, 
Italian, Russian, German, French, Japanese, Portuguese, Arabic, Polish, 

Malay, Thai, Vietnamese, Indonesian, Turkish

Video Support four screens to play video at the same time

APP Language Mobile phone adaptive


